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Model B30AC & B40AC

STANDARD FEATURES

OPTIONAL FEATURES

** D

A

C

P

B

K

J

Q

F
H

E
I

P

L

M

G
O

N

P

O

800-428-5655

AISLE DIMENSIONS
LOAD DEPTH X WIDTH MINIMUM CLEAR AISLE

40" x 48" (1,000 x 1,200mm) 70" (1,778mm) 

48" x 40" (1,200 x 1,000mm) 78" (1,981mm) 

Minimum Clear Transfer Aisle 108" (2,743mm) 



TECHNICAL DATA

®

4-Wheel Narrow Aisle
Electric Mulit-Purpose Articulating Forklift Truck

MODEL B30AC B40AC
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BATTERY FOR B30AC - MINIMUM BATTERY WEIGHT IS 2,550 LBS. (1,159kg) - MAXIMUM WEIGHT IS 3,100 LBS. (1,409kg)  

BATTERY FOR B40AC - MINIMUM BATTERY WEIGHT IS 2,600 LBS. (1,181kg) - MAXIMUM WEIGHT IS 3,100 LBS. (1,409kg) 

LIFT HEIGHT
(A)

LOWERED 
HEIGHT (B)

FREE LIFT
(C)

OVERALL 
HEIGHT (D)

Inches Inches Inches Inches

188 83 47 224
198 87 234

223 98
242 107 71 278

79 294
272 121 308

87
89 294

312
294* 101 330
312* 107 71 348

LIFT HEIGHT
(A)

LOWERED 
HEIGHT (B)

FREE LIFT
(C)

OVERALL 
HEIGHT** (D)

Inches Inches Inches Inches

188 83 47 224
198 87 234

223 98
242 107 71 278

79 294
272 121 308

129 93 332
312* 132 348
323* 138 102
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MAST DIMENSIONS

RECOMMENDED BATTERIES
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LANDOLL,
Quality Narrow Aisle Lift Trucks

for Space Optimization

Dash Display with Full Diagnostics
Battery Discharge Indicator and Hour Meter

Rear Controller Compartment 
and Counterweight

DuraSteer™ Front Wheel Steering
*Patented

D S ™ F Wh l S i Loading / Unloading

MATERIAL HANDLING

OF AMERICA ®
INDUSTRY

Member Company
 MHEDA

YOUR INDUSTRY CONNECTION
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