08 Intelligent Handling Series

Outdoor multi-scene intelligent
AMR

Product features

Outdoor (indoor) long-distance transportation

Automatic charging

The 4th Generation of

Material Handling

11 Manufacturer EP
1.2 Model designation XP3201
1.3 Drive Electric
14 Operator type Standing
Basic 15 | Load capacity Q kg 2000
parameters 1.6 Service weight kg 680
1.7 Navigation 3D Slam
1.8 Communication Wi-fi + 5G
1.9 Positioning accuracy mm +10
110 | Indoor/Outdoor Outdoor
21 | Battery voltage/nominal capacity V/Ah 24/150
Battery 2.2 | Battery type Li-ion battery
parameters 23 | Battery weight kg 50
24 | Usage time h 6-8
& Dimensions [1/b1/h1 | mm 2045/848/2105 (L*W*H)
3.2 | Load centre distance c mm 600
3.3 | Load length X mm 980
34 | Wheelbases y mm 1430
Size 515) Fork vertical length 2 mm 780
3.6 | Fork dimensions slell mm 55/170/1300
3.7 | Outer width of forks b5 mm 540/600/685
3.8 | Height with forks lowered h13 mm 90
3.9 | Lifting height h3 mm 110
3.10 | Forward distance 14 mm -
41 Travel speed, laden/unladen m/s 1.5/2
Other 4.2 Max. gradeability, laden/unladen % 8/16
parameters 4.3 | cross-ditch ability mm <20
4.4 | turning radius Wa mm 1792
Channel 5.1 Straight forward and backward (with standard shelves) width Ast mm 1200
requirements 5.2 | Right-angle turn (with standard shelves) width Ast mm 1690
5.3 | Width of unilateral pick-up and unloading Ast mm 3020
6.1 Emergency stop button Two sides
6.2 | Voice and light Voice + Light warning
Safety 6.3 | Front protection 3D Lidar
6.4 | Back protection Fork-tip photoelectricity
6.5 | Physical bumper Front + two sides
6.6 | Pallet in-place detection switch Frok bottom
7.1 Battery ©24V/150Ah O24V/205Ah
7.2 | Charger ©24V-50A Manual ©24V/100A Manual
7.3 | Warning light ®Turn light ®Warning light
Option list 7.4 Front protection @®3D Lidar
7.5 | Rear protection ®Fork-tip lidar
7.6 Interaction method ®Screen OButtons
7.7 Docking with other devices OElevator OAccess door OCall box
8.1 Rated input power (50Hz) Single-phase 220V
Auto-charge 8.2 Cpmmunication WIFI
8.3 | Size mm 622/422/1062
8.4 | Charging power @24V/100A




